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DERATING/MAXIMUM CAPACITY

No side One side Two side
sections section sections
removed removed removed

(Full Capacity) (End Units) (Middle Unit)

Incandescent Dimmers

600 W 500 W 400 W
1000 W 800 W 650 W

Electronic Low-Voltage 

300 W 250 W 200 W

Magnetic Low-Voltage 

600 VA 500 VA 400 VA
(450 W 1) (375 W 1) (300 W 1)

1000 VA 800 VA 650 VA
(800 W 1) (650 W 1) (500 W 1)

Fluorescent

Hi-lume/Eco-10 20 ballasts/ 8 A              No derating required      
(ECO-Series)

Fan-Speed Controls

1.5 A             No derating required   

1 Actual lamp wattage.

# ledoMnoitpircseD

STANDARD WALLPLATES

1-Gang 
2.94 in (75 mm) W x 4.69 in (119 mm) H x 
0.30 in (7.6 mm) D CW-1-

2-Gang
4.75 in (121 mm) W x 4.69 in (119 mm) H x 
0.30 in (7.6 mm) D CW-2-

3-Gang
6.56 in (167 mm) W x 4.69 in (119 mm) H x 
0.30 in (7.6 mm) D CW-3-

4-Gang
8.37 in (213 mm) W x 4.69 in (119 mm) H x 
0.30 in (7.6 mm) D  CW-4-

5-Gang
10.18 in (259 mm) W x 4.69 in (119 mm) H x 
0.30 in (7.6 mm) D  CW-5-

6-Gang
12.00 in (305 mm) W x 4.69in (119 mm) H x 
0.30 in (7.6 mm) D  CW-6-

STANDARD COLORS/FINISHES

Gloss Finishes
Add color/finish suffix to model number to order.
Example: DV-600P-SW

Controls 3691038d

Have questions or want to place an order?
Call Lutron Customer Assistance 1.844.LUTRON1 (588.7661)

MINIMUM LOAD REQUIREMENTS

Incandescent/Magnetic Low-Voltage

40 W

Electronic Low-Voltage 

5 W

Fan-Speed Controls

.33 A
(40 W) 

Fluorescent

Hi-lume/Eco-10 1 ballast
(ECO-Series)

SW
TP
ES
HT
PL
TC
GB
MS
DS

Snow
Taupe
Eggshell
Hot
Plum
Terracotta
Green Briar
Mocha Stone
Desert Stone

MN
BI
PD
MR
SI
BG
GS
ST
LS

Midnight
Biscuit
Palladiom
Merlot
Sienna
Bluestone
Goldstone
Stone
Limestone

For the latest color offerings please see our website: 
http://www.lutron.com/satincolors


